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DS7 Series

Temperature sensor under Kapton tape

Ref : 2802
Rev:B

DESCRIPTION

Thermocouple developed by MESUREX under flexible Kapton® tape designed to measure surface
temperatures.

The flexibility of use of this thermocouple in neutral or hostile environments makes it a multi-purpose
product. It is the ideal product for flat and/or curved surfaces, or when space constraints. This
thermocouple can be of different lengths and terminations.

MESUREX is a sensor manufacturer. We can adapt most sensors to your needs. Please contact us.
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TECHNICAL CHARACTERISTICS

PARAMETERS VALUES
Type KJ T
Temperature range -200°C to 200°C continuously
Precision Class 1 according to NF EN 60584-1 standard (Class 3 for temperature < -40°C)
Sealing Water, oil and other fluids
Thickness < 0,25 mm
Width 6 mm
Length On demand (at the hot spot)
Connection Miniature male or female connector, Standard male or female connector
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ORDER INFORMATION

Length (S): Connector:

< 1 meter: in mm MMX : miniature male

> 1 meter: in m (M) FMX: miniature female
MSX : standard male

Type thermocouple : FSX': standard female

KIJIT
X : Type thermocouple

Example: DS7500KMMK
- K type thermocouple
- Under Kapton tape
- Width 6 mm
- Thickness 0.25 mm
- Length 500 mm
- Miniature male connector
- Class 1 according to NF EN 60584-1 standard

CONTACT
MESUREX Tel : +33 (0) 13041 23
6213 Rue des Corroyés Fax : +33 (0) 1 30 41 23 80

78730 Saint Arnoult en Yvelines (France) Mail : mesurex@mesurex.fr
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